
Video Verified Alarm

Rapid installation and fully power-independent, this high-spec  
video verified alarm system will detect movement via multiple sensors 

and send a short video clip via the mobile network to any location.



Specifications : video verified alarm

When our video verified alarm system recognises an activation, the event 
is recorded and sent via the mobile network to a predetermined recipient, 
typically a monitoring service. 

Verified Video Alarm Clips

Car Parks

Storage Containers

Building Sites

Warehouses

Cable Yards

Mobile Masts

Office Buildings Storage Facilities

Since the majority of outdoor sites 
are uncontrolled environments, 
video verification is especially 
important to help eliminate false 
alarms which can be frustrating and 
costly to repond to.

The system records a short video 
clip which ensures the monitoring 
service is able to determine the right 
course of action for either security 
personnel or police to be deployed, 
or to be ignore if it’s a false alarm.

The video verified alarm system is fully wireless and requires no mains 
power or connection to a wired internet connection. Wireless sirens and 
camera sensors with infrared LEDS for effective night vision are available as 
both internal and external devices.



Specifications : video verified alarm

OUTDOOR CAMERA

INDOOR CAMERA

The outdoor camera is wireless and 
battery operated, and is triggered by 
motion detection (infared) or wired 
input activation. 

The unit consists of a digital camera, 
passive infrared motion detector, and 
a radio module for commuication with 
the control panel.

When an input is triggered, the camera 
records the event as video verification, 
and communicates it to the control 
panel to send the capture, via the 
mobile network, to an Alarm Receiving 
Centre or to an individual.

The indoor camera is wireless and 
battery operated. It is triggered by 
motion detection or wired input 
activation. 

The unit consists of a digital camera, 
passive infrared motion detector, and 
a radio module for commuication with 
the control panel.

When an input is triggered, the camera 
records the event as video-verification, 
and communicates it to the control 
panel to send the capture, via the 
mobile network, to an Alarm Receiving 
Centre or to an individual.

Features / Specification
Camera Resolution 320 x 240 pixels

Camera Lens 90° wide angle lens

Motion Detection Dual-element, passive infrared
Range 12m long, 90° coverage pattern

Night Illumination Up to 12m. Four infrared LEDs
Transmission Security AES Encryption

Physical Security Tamper-proof casing
Transmission Security AES encryption algorithm

Battery Lithium. Typical life 4 years

Features / Specification
Camera Resolution 320 x 240 pixels

Camera Lens 110° wide angle lens

Motion Detection Dual-element, passive infrared
Range 12m long, 90° coverage pattern

Night Illumination Up to 7m. Two infrared LEDs
Transmission Security AES Encryption

Physical Security Tamper-proof casing
Transmission Security AES encryption algorithm

Battery Lithium. Typical life 4 years

CONTROL PANEL

The control panel is the central hub for 
all sensors and remote devices, and is 
designed for securing a wide range of 
commercial properties.

The unit communicates with multiple 
sensors, remote keypad and keyfobs, 
and communicates with the mobile 
network to transmit any recorded 
activation content. 

This control panel can also be used as 
the hub of an existing alarm panel to 
enable video verification upgrade.

Features / Specification
Arm/Disarm Remote keypad, keyfob, App

Sensor range Up to 250ft

Wireless zones 24
Access Codes 19 ussr / 1 installer

Transmission Security AES Encryption
Physical Security Dual tamper: wall and cover

External Communication Mobile network or Ethernet
Internal Communication 915 MHz RF

Power Four D-cell lithium batteries, plus 
back-up Alkaline batteries



To find out how we can help you
Call: 01322 479652  or visit  www.clearway.co.uk

Clearway Environmental Services (UK) Ltd.
Fountain House, Anchor Boulevard, Crossways Business Park,  
Dartford, Kent DA2 6QH

Specifications : video verified alarm

REMOTE KEYPAD

REMOTE KEYFOB

Alphanumeric battery operated, 
wireless keypad with built-in sounder 
for the video verified control panel.

The keypad unit Incorporates a two 
line, 16 character liquid crystal display, 
plus multi-function push buttons and 
panic assistance.

The four button remote keyfob is a 
battery operated, wireless remote 
control designed for basic remote 
operation of the alarm system.

Arming is confirmed by a red double 
flash from the built-in LED.

Disarming is confirmed by a green 
double flash.

A long press on button 1 or button 2 
generates a siren or silent panic alarm.

Features / Specification
Mobility Program system remotely

Display 16 character, illuminated

Keypad Illuminated, Alphanumeric
Sounder entry/exit and alarm sounds.

Panic Assistance Manual activation
Transmission Security AES Encryption

Physical Security Dual tamper: wall and cover
Battery Lithium. Typical life 4 years

Features / Specification
Mobility Control system remotely

Buttons Arm/Disarm/Panic/Silent Panic

Dimensions 70mm x 40mm x 10mm
Transmission Security AES encryption algorithm

Battery Lithium CR3032, 5 year life

INTERNAL/EXTERNAL SIREN

The siren is battery operated, wireless, 
and designed for use with the video 
verified alarm systems.

The siren consists of a loud sounder 
and encrypted wireless circuitry for 
secure two-way communication with 
the control panel.

Output level is 110 dB at 1 meter 
during 1.5 to 3 minutes in alarm.

Features / Specification
Speaker Integrated

Sound Output 110db at 1m for up to 3 minutes

Supervision Transmits regular check-in/status
Physical Security Dual tamper: wall and cover

Transmission Security AES encryption algorithm
Battery Alkaline D cell, 1.5v . 4 year life


